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T-1300X Spectrum

DELIVERING WHAT MATTERS

- High Cooling Capacity - Extended Maintenance Intervall - Low
weight - Engine compatible with biofuels - Sustainable

PERFORMANCE

REFRIGERATION CAPACITY
SYSTEM NET COOLING CAPACITY UNDER A.T.P. CONDITIONS AT 30 °C AMBIENT

Capacity on electrical stand by 0°C 10770 W

Capacity on electrical stand by -20°C 5030 W

AIRFLOW
INDEPENDENT FROM UNIT ENGINE SPEED

Airflow HSD 1230/1785/2266/2334

HEATING CAPACITY

Heating Capacity HSD 20°/-18° 7790/9190/9680/9770

TECHNICAL  DATA

FUEL EFFICIENCY

Fuel Efficiency HSD 0°/30° 3,70

HIGH SPEED DIESEL CAPACITY

Cooling Capacity HSD 0°/30° 12470

Cooling Capacity HSD -20°/30° 8570

FUEL CONSUMPTION

Fuel Consumption HSD 0°/30° 3,37

Fuel Consumption HSD -20°/30° 3,46

SERVICE INTERVAL

Service Interval 2000

WEIGHT

Total Unit Weight (50 Model) 436

UNIT DIMENSIONS

Height 692/704 mm

Width 1888 mm

Depth 919 mm

NOISE

Sound Power Level HSD dB(A) 97

Sound Pressure Level HSD dB(A) 71,7

Sound Pressure Level LSD dB(A) 65,6

Sound Pressure Level Stand-by dB(A) 62,5

REFRIGERANT

Refrigerant Weight 6,25

Refrigerant Type R-452A

GWP/kg 2140

Refrigerant GWP (Total) 13375


